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42 Inches Below Finished Grade 

36 Inch 
Minimum 
General Requirements For Residential Decks 
Floor Must Be Designed To Support 40 Pounds Per Square Foot Live Load 

Clear Span Of Floor Joist 

Properly Sized Weather-Resistant Joist Hangers.  
All Holes In Hangers With Properly Sized Nails. 
dger Can Be Placed Under The Joist And Against The Foundation Instead Of Using 

gers.  The Ledger Must Be Attached To The Foundation In An Approved Manner. 

 Size Is Dependent On Post Spacing And Floor 
.  Fasten Beam To Post With Approved Fasteners 

 Size and Spacing Is Dependent On The Height Off The Grade 
 The Floor Load.  

ails, Bolts, Joist Hangers, And Connectors Must Be Approved For Weather 
stance.  Lumber Must Be Pressure Treated, Or Be Lumber Naturally 
stant To Decay. 

Use Well Drained Soils For Back Fill Around Post.

 

uards Are Required If The Floor Is 30 Inches Or More Off The Ground 
equired Guards Shall Not Be Constructed With Horizontal Rails Or Other 
rnamental Pattern That Results In A Ladder Effect 
penings Sized So A 4 Inch Sphere Will Not Pass Through 

Footings For The Post Shall Be Based On The Loads Applied And 
The Allowable Soil Pressure.  Minimum Footing Size Shall Be Not 
Less Than 12 Inches Wide By 6 Inches In Height. 

Poured Concrete Footing Mixed With Clean Water Outside Of 
Hole Or Approved Pre-Manufactured Pad 
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