BIG RAPIDS TOWNSHIP
BUILDING DEPARTMENT
(231) 796-3603

MICHIGAN CONSTRUCTION CODE

Public Act 230 - 1972

PLAN
RESIDENTIAL

GARAGE OR STORAGE

Roof Pitch
Roof Covering
Underlayment

Collar Ties
4’ O.C.
“Ties __24"0.C.

Roof Deck
Trusses

Yes MNo

If no complete the following:
Size of Ridge:
Size of Rafters:
Rafter Species of Lumber:
Rafter Spacing:
Ceiling Joist:

Truss or Rafter ties may be required.

- Sheathing

Exterior Finish

Size of Studs

WALL MATERIALS

Service Door

Service Door Header Span

Top Plates
Bottom Plates

Window Header

Stud Spacing

Window Header Span

Garage Door Header

Insulation Type

Garage Door Header Span

Interior Finish

Concrete slabs on ground floors shall be
a minimum of 3 1/2" thick.

Footings:

Foundation Anchor Type: Bolt Strap

Foundation Anchor Spacing:
Footing Width: Foothing Depth:

If attached to residence must be installed to frost line.

2!' x 4’!
Treated
Bottom
Plate

8" min Finish Grade
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7.8

systems that extend 42" below actural grade.

systems that extend 42" below actual grade.

Attached garages & other accessory structures shall have exterior footings & foundation

Detached garages that exceed 400 square feet shall have exterior footings & foundation
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